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Home House &amp; Components Appliances Refrigerator Family Handyman Spend 30 minutes on these simple maintenance activities to keep your fridge in peak shape. It's hard to believe, but six simple maintenance steps will prevent nearly 100 percent of refrigerator failures and eliminate these service
calls. Follow these steps and you can forget about spoiled food, lost waiting time for people to repair and shelling $70 an hour plus parts for the repair itself. In this story, we're going to show you how to keep your fridge humming and hassle-free. We'll also tell you what to check if there's a problem. By DIY
experts from Family Handyman MagazineYou can also like: TBDTime hour or lessComplex beginnerCost FreeStep 1: Clean the refrigerator condenser coil (5 minutes)Photo 1: Remove the grilleUnsnap grille at the bottom of the refrigerator to access the coils. If your coils are on the back, you need to roll
out the refrigerator to get to them. Photo 2: Brush off the coils Clean the coil using a special brush to clean the refrigerator coil to loosen dirt and dust. Vacuum the coils during brushing. Be careful not to bend the fan blades. Gentle brushing will do the job. Cleaning coils on the back of the refrigeratorSome
refrigerators have coils on the back of the device. Brush and vacuum these coils in the same way as the coils under the refrigerator. You can eliminate more than 70 percent of service calls with this simple cleaning step (Photos 1 and 2). You will be able to get over this sick person and you will contribute
to the pension fund equipment repair technician. Not to mention don't mention don't donate $5 to $10 a month in addition to a utility company because the refrigerator isn't working smoothly. Do it twice a year or more often if you have throwing pets. Their fur quickly clogs in the coils. Condenser coils are
located on the back of the refrigerator or at the bottom. These coils cool and condense the refrigerant. When coils are clogged with dirt and dust, they cannot effectively release heat. As a result, the compressor runs harder and longer than designed, consuming more energy and shortening the life of the
refrigerator. Clean the coils with a brush to clean the coil and vacuum cleaner. The coil cleaning brush does the exact work and will easily pay for itself. The brush from the refrigerator coil is flexible to fit in tight areas. They can also be used to clean dryers and coils of air conditioners. Always unplug the
fridge before working on it! Step 2: Clean the fridge condenser fan (5 minutes)Photo 1: Remove the bottom back coverAs the condenser fan by removing the refrigerator from the wall and removing the bottom back cover with a screwdriver. When finished, replace the cover. This is necessary for good air
circulation. Photo 2: Brush and vacuum the fanRead the fan blades with a brush and vacuum to can move freely through them. You must also clean the by vacuuming the crease in which the blade comes into contact with the engine. Do not lubricate the shaft; oil will attract dirt and cause problems. If the
coils are located at the bottom of a refrigerator like ours, clean the condenser fan and surroundings. (Refrigerators with coils on the back do not have a fan.) The fan circulates air around the coils to cool them. Sometimes paper, dirt, dust and even mice can be sucked into the fan and bring it to a complete
stop. Photos 1 and 2 show how to clean the fan. Yours may be in a different area, but it's always next to the compressor. Most refrigerators will have a diagram on the back or folded under the front grille showing the location of the main parts. When you are under it, wipe the drip, a flat frying pan that
collects water from the de-icing cycle and allows you to evaporate. Step 3: Wipe the refrigerator door seal (2 minutes)Deplete the door seal Regularly hold the door seal with warm water and sponge. Do not use detergent – this may damage the seal. Prevent expensive gasket repair bill ($100 to $200) and
reduce air leakage by keeping the door seal clean. Syrup, jelly or other sticky things dripping on the front sides of the refrigerator can dry and glue the seal to the frame. The next time you open the door, the seal may break. Keep it clean and you'll get a nice, tight seal, keeping the cool air where it belongs
in the fridge. To prevent wear, lubricate the side of the seal handle by sprinkling baby powder on a cloth and wiping it once a month. All refrigerators operate on the same refrigerant principle on a bicycle through two sets of coils. The evaporator coils perform cooling and the condenser coils release
accumulated heat. Where refrigerators differ primarily in how they defrost. Manual thawing is the oldest and simplest type. As the name suggests, you thaw them by turning them off and letting all the ice melt. Then the water drips into the pan or falls into the refrigerator, where you wipe it. Cycle defrost
refrigerators have an evaporator plate in the refrigerator section that heats up after each cycle of operation to eliminate the build-up of frost. But you need to defrost the freezer manually by turning the knob in defrost mode. Water in most models flows into the channel at the back and then down through
the tube into the drid tray under the refrigerator. The frost-free refrigerator, most commonly found today, uses a heater to melt ice on the evaporator coils. The heater is switched on by the timer and automatically turns off. The evaporator fan distributes cold air through the freezer. Many models have a
hole under the crisper drawers to pull water into the drain tray underneath. Step 4: Clean the freezer vents (5 minutes)Keep the freezer openings unhinderedMaki away from the vents and clean the return of air so that crumbs and twists do not clog them. These small small on refrigerators without frost
allow air to circulate in the freezer. Do not block them or let crumbs or twisted ties sucked around the evaporator fan or clog the drain pipe. To save energy, keep the freezer for about three quarters to keep the air cold. But do not pack it fuller, because the air must circulate. Step 5: Set the refrigerator
temperature settings to the middle settings (1 minute)Adjust the temperature controlDue the temperature control to the middle settings. Make any adjustments depending on the refrigerator thermometer. The optimal setting for the refrigerator is from 38 to 42 degrees F; freezer, from 0 to 10 degrees.
Temperature settingsSad credit the money by keeping the freezer set to 0 F and the refrigerator set to 40 F.This step will not necessarily prevent repair, but will extend the life of the refrigerator, allowing it to operate more efficiently, which reduces the electricity bill. The refrigerator has at least two
temperature regulators (except for manual types of de-lye, which have one). This one for the food compartment is a thermostat that turns the compressor on and off. The second, for the freezer, is just an air partition. The compartment lets cold air from the freezer into the food chamber. Closing the
compartment makes the freezer cooler. Carbon briquettes absorb the smell like a filter in the hood range. Crumpled newspaper. Ink absorbs odour. Baking soda is an old readiness. Leave the box open in the refrigerator and replace it every three months for continuous deodorization. Step 6: Clean and
clean the drip holes (2 minutes)Find the drip cupLead the drip hole on the refrigeratorMachooter open the drip tubeOpen the drip hole and wipe it, taking care not to push any impurities down into the hole. Suck the crumbs with a vacuum. Drip holes allow water that melts from the de-lye cycle to run down
into the bowl next to the compressor where it evaporates. Check the owner's manual for a place on the refrigerator. In bicycle thawing refrigerators, the channel directs water into a tube in the food compartment. In refrigerators without frost, look for a small cap under the crispy drawers that covers the hole,
or a hole in the back of the freezer or refrigerator. If the drain opens to clog, the water will accumulate under the crispy drawers and eventually leak to the floor. Service specialists will be the first to admit: A lot of their interlocutors do not need repair at all. The solutions are so simple that they don't even
require a toolbox. Check the list below before answering your phone. It just can save you $70 and get some embarrassment. Do you have power? Check the circuit breaker or fuse box to make sure the power is approaching the outlet. Is the cable firmly connected? Move it around a little. A used container
can allow the plug to fall out enough to connection failed. Connect the light or other electrical device to the to check if it is working. If not, you have an electrical problem, not a problem with the refrigerator. Check for a loose, worn or jagged power cord. Rodents often chew wire. Sometimes the cords
loosen when the refrigerator is moved. What if you have power but poor cooling? Make sure the thermostat is turned on and set to the right. On some models, the dial is easy to conquer by closing the refrigerator. Or the children could mess with it. The fridge works all the time, but the food is still warm.
Vacuum the coils. Dirty coils can eventually cause the refrigerator to shut down by securing the compressor overload. It will automatically return when the compressor cools down, but by then the food will usually be warm. Is the condenser fan jammed? (This only applies to refrigerators with coils on the
bottom.) Remove any obstacles and clean them thoroughly. Unplug the refrigerator and turn it on several times and make sure it turns on. If it still doesn't work, you'll need to replace it. Does the light turn off when the door is closed? This small bulb can significantly raise the temperature in the refrigerator.
To check this, close the door and use a butter knife to slightly pull the seal away from the frame. If the light is on, the switch is bad or slightly out of alignment. Until you fix the switch, loosen the bulb so that it goes off. Look for ice accumulations (frost-free refrigerators only) bulging on the inner walls or
floor of the freezer. Manually thaw the freezer by disconnecting it. This is only a temporary fix, so take the service. The required tools for this refrigerator repair projectZaje the necessary tools for this DIY project in line before you start — you will save time and frustration.4-in-1 screwdriverA regular
vacuum with fittings will work instead of a store vacuum. Coil cleaning brush
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